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EVERFLO 1.0 GPM 12-VOLT DIAPHRAGM PUMP

•	 Polypropylene pump housing and valve plate. 
•	 Viton® Valves and Santoprene Diaphragm. 
•	 40 PSI maximum pressure; 1.0 GPM  
	 maximum  
    flow. 
•	 Honeywell™ Micro Demand Switch. 
•	 Maximum fluid temperature 60º C (140º F). 
•	 Self-priming to 4 feet. 
•	 3/8” hose barb inlet and outlet ports. 
•	 12 Volt DC; maximum 4.0 Amps. 
•	 Round-Up® ready.

PART DESCRIPTION

EF1000 1.0 GPM 12-Volt Diaphragm Pump

EVERFLO 2.2 GPM 12-VOLT DIAPHRAGM PUMP

•	 Polypropylene pump housing and valve plate. 
•	 Viton® Valves and Santoprene Diaphragm. 
•	 Zinc-plated steel fasteners. 
•	 70 PSI maximum pressure; 2.2 GPM maximum flow. 
•	 Honeywell™ Micro Demand Switch. 
•	 Maximum fluid temperature 60º C (140º F). 
•	 Self-priming to 8 feet. 
•	 3/8” Female NPT inlet and outlet ports. 
•	 12 Volt DC; maximum 8.0 Amps. 
•	 Round-Up® ready.

EVERFLO 3.0 GPM 12-VOLT DIAPHRAGM PUMP

•	 Polypropylene pump housing and valve plate. 
•	 Viton® Valves and Santoprene Diaphragm. 
•	 Zinc-plated steel fasteners. 
•	 60 PSI maximum pressure; 3.0 GPM maximum flow.  
•	 Honeywell™ Micro Demand Switch. 
•	 Maximum fluid temperature 60º C (140º F). 
•	 Self-priming to 8 feet. 
•	 1/2” Female NPT inlet and outlet ports. 
•	 12 Volt DC; maximum 10.0 Amps. 
•	 Round-Up® ready.

PART DESCRIPTION

EF3000 3.0 GPM 12-Volt Diaphragm Pump
EF3000-KIT Complete Head Repair Kit for EF3000

EVERFLO 4.0 GPM 12-VOLT DIAPHRAGM PUMP

•	 Polypropylene pump housing and valve plate. 
•	 Viton® Valves and Santoprene Diaphragm. 
•	 Zinc-plated steel fasteners. 
•	 60 PSI maximum pressure; 4.0 GPM  
	 maximum flow.  
•	 Honeywell™ Micro Demand Switch. 
•	 Maximum fluid temperature 60º C (140º F). 
•	 Self-priming to 8 feet. 
•	 1/2” Female NPT inlet and outlet ports. 
•	 12 Volt DC; maximum 13.0 Amps. 
•	 Round-Up® ready.

EVERFLO 7.0 GPM 12-VOLT DIAPHRAGM PUMP

•	 Polypropylene pump housing & fiberglass-reinforced 
polypropylene pump manifold.

•	 Viton Valves and Santoprene Diaphragm.
•	 60 PSI maximum pressure; 7.0 GPM  

maximum flow.
•	 Honeywell Micro Demand Switch.
•	 Maximum fluid temperature 60ºC (140ºF).
•	 Self-priming to 12 feet.
•	 ½” Female Inlet and Outlet ports.
•	 12 Volt DC; maximum 23.0 Amps.
•	 Approved for Roundup / other Ag chemicals.

EVERFLO 5.5 GPM 12-VOLT DIAPHRAGM PUMP

•	 Polypropylene pump housing and valve plate. 
•	 Viton® Valves and Santoprene Diaphragm. 
•	 Zinc-plated steel fasteners. 
•	 60 PSI maximum pressure; 5.5 GPM maximum flow 
•	 Honeywell™ Micro Demand Switch. 
•	 Maximum fluid temperature 60º C (140º F). 
•	 Self-priming to 8 feet. 
•	 1/2” Female NPT inlet and outlet ports. 
•	 12 Volt DC; maximum 17.0 Amps. 
•	 Round-Up® ready.

PART DESCRIPTION

EF2200 2.2 GPM 12-Volt Diaphragm Pump
EF2200-KIT Complete Head Repair Kit for EF2200

PART DESCRIPTION

EF4000 4.0 GPM 12-Volt Diaphragm Pump
EF4000-KIT Complete Head Repair Kit for EF4000

PART DESCRIPTION

EF7000 7.0 GPM 12-Volt Diaphragm Pump
EF7000-KIT Complete Head Repair Kit for EF7000

PART DESCRIPTION

EF5500 5.5 GPM 12-Volt Diaphragm Pump
EF5500-KIT Complete Head Repair Kit for EF5500
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PART PSI GPM AMPS
8020-503-250 10 1.4 .37

20 1.3 .44
30 1.1 .50
40 0.8 .56

2088-394-144 10 2.4 .55
20 2.2 .60
30 1.9 .65
40 1.6 .70

115 VOLT PUMPS
• 3/8" ports.             	
• Internal relief 45 PSI.		
• Viton® valves and Santoprene® diaphragm.
• No pressure switch.
	 PART DESCRIPTION

8020-503-250 By-Pass Pump, 115V
2088-394-144 115V, 45 PSI Demand Switch

2088-394-154 115V, 45 PSI Demand Switch, Flying 
Leads

•	 45 PSI switch. 
•	 Viton® valves. 
•	 Santoprene® diaphragm. 
•	 1/2" 14 National American Straight Pipe Thread

SHURFLO 5.3 GPM 12 VOLT PUMP

PART DESCRIPTION

5059-1310-D011 12 Volt Pump

PSI GPM AMPS

20 1.26 5.0
40 1.14 6.2
60 1.02 7.3

•	 5.3 GPM open flow; 3.8 GPM @ 40 PSI.
•	 60 PSI pressure switch built in.
•	 Viton valves; Santoprene diaphragm.
•	 ½" Female NPT Inlet and Outlet ports.

PART DESCRIPTION

2088-343-135 Pump, 12 Volt, 3 GPM, 45 PSI
234-3926 1/2" 90˚ Swivel Connector
234-3916 3/8" 90˚ Swivel Connector
234-2926 1/2" Straight Swivel Connector
234-2916 3/8" Straight Swivel Connector

PSI GPM AMPS

20 1.30 4.0
30 1.11 4.7
40 0.69 5.2
60 0.18 5.5

PSI GPM AMPS

10 4.7 9.0
20 4.3 11.8
30 4.1 12.4
40 3.8 14.0
50 3.6 15.4PSI GPM AMPS

10 2.80 5.3
20 2.69 5.5
30 2.36 6.7
40 2.05 7.7

115 V PUMPS
236 SERIES 
• 1.4 GPM open flow (1.0 GPM @ 30 PSI). 
• 60 PSI pressure switch.

238 SERIES 
• 1.6 GPM open flow (1.0 GPM @ 50 PSI). 
• 100 PSI pressure switch.

PART DESCRIPTION

8020-513-236 60 PSI 
8020-833-238 100 PSI

PART DESCRIPTION

34-006 3" (7.6cm) Heat Sink
34-007 5" (12.7cm) Heat Sink

3 GPM 12 VOLT

PSI GPM AMPS

10 2.79 5.8
30 2.26 8.3
50 1.69 10.1

• 3.3 GPM Open Flow.	                   	
• Viton® Valves, Santoprene® Diaphragm.		
• 1/4" FNPT Port for relief valve or pressure gauge.
• 1/2" 14 National American Straight Pipe Thread. 

PART DESCRIPTION

2088-343-500 12 Volt Pump

• 45 PSI internal by-pass.                	
• Viton® valves and Santoprene®  
  diaphragm.		
• 3/8" NPT(F) ports.
	

•	 45 PSI Demand switch.
•	 Santoprene® valves and diaphragm.
•	 ½" 14 National American Straight Pipe Thread inlet 

and outlet ports; use 234-series connectors.

•	 Mounts to standard SHURflo pump motor.
•	 Cools pump motor in continuous-duty applications

1.4 GPM BY-PASS 12 V PUMP

3.0 GPM 24-VOLT PUMP
HEAT SINKS – AVAILABLE IN 3" & 5" LENGTHS

1.4 GPM 12 V PUMP
• 60 PSI switch.                 	
• Viton® valves and Santoprene® diaphragm.		
• 3/8" NPT(F) ports.
	

PART DESCRIPTION

8000-543-250 By-Pass Pump

PART DESCRIPTION

2088-474-144 3.0 GPM 24V Pump

PART DESCRIPTION

8000-543-236 60 PSI, Pump
8000-543-238 100 PSI, Not shown

3 GPM 12 VOLT

 

•	Viton® valves and Santoprene® diaphragm
•	3/8" FNPT ports.
•	¼" FNPT gauge or valve port
•	No pressure control switch

1.8 GPM 12 V PUMP

PART DESCRIPTION

8001-244-290 12 Volt Pump

1/4" FNPT Port

1/4" FNPT Port
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REF PART DESCRIPTION
1 - Complete Pump - N/A
2 94-375-05 Switch Kit 60 PSI
3 94-374-05 Check Valve Assembly Viton
4 94-379-00 Upper Housing
5 94-391-09 By-Pass Valve Kit
5 94-390-05 Valve Kit Viton
6 94-395-05 Diaphragm Viton – optional
6 94-395-06 Diaphragm Santoprene – standard
7 94-385-03 Drive Assembly
8 Motor 12 V - N/A

REF PART DESCRIPTION

1 - Complete Pump - N/A
2 94-231-30 Upper Housing
3 94-230-36 Switch Assembly
4 94-237-05 Check Valve Assembly
5 94-232-05 Valve Assembly
6 94-238-03 Diaphragm Santoprene
7 Motor 12 V - N/A

Lorem ipsum

12 V Pump Parts

EVERFLO EF2200 12-VOLT DIAPHRAGM PUMP PARTS EVERFLO EF5500 12-VOLT DIAPHRAGM PUMP PARTS

REF PART DESCRIPTION
1 N/A Motor - N/A
2 EF780254 Base Plate Assembly
3 EF784062 Diaphragm Assembly
4 EF778279 Valve Plate Assembly
5 EF787161 Pump Head Assembly

EF787418 QA Pump Head Assembly
6 EF788026 Pressure Switch Assembly

REF PART DESCRIPTION
1 N/A Motor - N/A
2 EF780254 Base Plate Assembly
3 EF787530 Diaphragm Assembly
4 EF780509 Valve Plate Assembly
5 EF787165 Pump Head Assembly

EF787419 QA Pump Head Assembly
6 EF788690 Pressure Switch Assembly

EF2200

SHURFLO 8000 SERIES 12 V PUMP PARTS SHURFLO 2088 SERIES 12 V PUMP PARTS

8000 2088
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WICK APPLICATOR
•	 A handy applicator for applying selective and non-selective herbicides in areas 

where overspray and drift are a concern.
•	 Variable flow rate and manual gravity flow shut-off.

PART DESCRIPTION
WICK Wick Spot Applicator

PART DESCRIPTION
TREE SPRAYER 12-Volt High-Pressure Tree Sprayer

DANDY-LION KILLER NO-DRIFT APPLICATORS
This gravity fed applicator features the “Tru-Kleen” tank that 
ensures the solution in the tank completely empties. The no-drift 
design allows you to get as close to non-target areas on established 
turf without fear of overspray or drift.  

Too windy to spray? Not an issue with these applicators! The 
manifold tube distributes the solution evenly across the roller 
ensuring good coverage. Stocked in 2 sizes with repair parts 
available. 
•	 WR36: 3-gallon push-type with adjustable handle; 36" wide roller.
•	 WR48: 12-gallon pull-type with adjustable hitch; 48" wide roller.
•	 WR72: 25-gallon pull-type; 72" wide roller – SPECIAL ORDER ONLY.

PORTABLE HIGH-PRESSURE 12-VOLT TREE SPRAYER

Go mobile with this Portable High-
Pressure Sprayer! With just a drop of  
the suction hose and a 12-volt 
connection, you are ready to start 
spraying.

Besides tall trees, this unit can be used 
for orchards, vineyards, along fence 
lines, and protecting livestock from 
pests.   

Perfect for homeowners looking to do 
their own tree spraying!

Features:
•	 200 PSI, 2.0 GPM Everflo 12-Volt 

Plunger pump with adjustable pressure 
regulator.

•	 Reach up to 30' vertically & 35' 
horizontally w/ included Turbo Flash 
Spray Gun (mist to stream spray 
pattern adjustability).

•	 Easy priming, durable, and superior 
resistance to corrosive chemicals.

•	 8' Suction hose and 15' Sprayer hose.
•	 Spray from any tank.

PART DESCRIPTION
WR36 3-Gallon 36” Roller Push-Type No-Drift Applicator
WR48 12-Gallon 48” Roller Tow-Type No-Drift Applicator
WR72 25-Gallon 72” Roller Tow-Type No-Drift Applicator

Sprayers and No-Drift Applicators

Comes Fully 
Assembled

WORKHORSE 5 GALLON RECHARGEABLE SPOT SPRAYER
•	 5 US Gallon (18.9L) Corrosion Resistant Polyethylene Tank
•	 1.0 GPM Demand Pump powered by 12V Rechargeable battery
•	 Up to 40 Gallons of spraying on one battery charge
•	 Up to 12 foot vertical and 25 foot horizontal spray distance capacity
•	 Complete with Commercial Grade Wiring Harness, 9' Coil Hose, and AC Charger

PART DESCRIPTION
WH-LG05SS 5 Gallon Rechargeable Spot Sprayer

WR48

WR36
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825 SERIES METER 
•	 Non-Air sensing Digital Flow Meter with 1” FNPT ports. 
•	 20 stored settings to match a wide range of popular chemicals listed. 
•	 Can be used with a range of liquids with different viscosities. 
•	 Accurate to +/- 0.2%. 
•	 Easy-to-read LCD dial; easy-to set up and use. 
•	 Use at pump end or at hose end. 
•	 Includes 2 “AA” batteries and pocket-sized calibration chart.

PART DESCRIPTION
825 Flow Meter No Air Sensor

850 SERIES METER
•	 Air sensing Digital Flow Meter with 1” FNPT ports.
•	 Air sensing feature stops misreads caused by foam or air in lines.
•	 Flow Range: 2 – 20 US GPM; Maximum Pressure: 120 PSI.
•	 Accurate to +/- 0.2%.
•	 Calibrates in ounces, pints, quarts, litres, gallons; special option available
•	 Range: 9,999 current total; up to 10,000,000 accumulated total.
•	 Glass-filled polypropylene body; Ryton 302 stainless steel chamber.
•	 Easy-to-read LCD dial.
•	 Use at pump end or at hose end.
•	 Includes 2 “AA” batteries and pocket-sized calibration chart.

PART DESCRIPTION
850 Flow Meter with Air Sensor

435 SERIES CHEMTRAVELLER DIAPHRAGM PUMP – 12V OR 115V 
•	 12 VDC ¼ HP (20 amps) or 115VAC ¼ HP (2 amps). 
•	 Reciprocating spring-driven dual diaphragm design (positive displacement /  
	 (self-priming). 
•	 Glass-filled polypropylene pump. 
•	 Polypropylene, Santoprene®, and stainless steel internal wetted parts. 
•	 Cast metal, spray-coated motor. 
•	 Handles viscosities from 1 cps. to 3,000 cps. 
•	 Flow rate: 13 GPM (1.5 cps. fluid); 11 GPM (350 cps. fluid). 
•	 Particulate tolerance up to 1/10” diameter. 
•	 1” Female NPT Inlet / Outlet.  
•	 15 PSI Maximum outlet pressure. 
•	 9” dry vacuum (pump may run dry without damage). 
•	 Maximum shear (agitation) of pump fluids. 
•	 14” x 8 ¾” x 45/8"; 15.5 pounds (7.03 kilograms)  
•	 Inlet strainer required, must be ordered separately. 
•	 5-Year Warranty on Pump; 1-year Warranty on Meter

Shown with Optional Meter

Chemtraveller

PART DESCRIPTION
435 12 Volt Chemtraveller Less Meter
465-713 115 Volt Chemtraveller – less Meter

PART DESCRIPTION
SF-1100-PTS SHURflo AG Runner™ Transfer System - complete
SF-1100 Stand Alone Pump with 20 ft. Cable
FM-1100-I Inline Flow MeterSF-1100-PTS

The SF-1100-PTS system comes with the FM-1100. 
Pump-mounted Flow Meter.

The SHURflo AG Runner™ system is ready to take anywhere. The AG Runner™ is 
portable, flexible, and extremely versatile, especially for those that use multiple containers.   
The entire system is mounted in a sturdy, easy-to-carry, welded frame and includes:

•	 SF-1100 Chemical Transfer Pump with 12VDC Motor, 20 ft. cable, Alligator Clips, and 	
	 in-line Fuse. 
•	 FM-1100 (Pump Mount) or FM-1100-1 (In-line Mount) Flow Meter  
	 (features large LCD display, simple calibration, and long-life lithium batteries). 
•	 1” NPT x 12’ EPDM Discharge Hose with Ball Valve / Spout. 
•	 1” NPT x 12’ EPDM Inlet Hose with Elbow / Ball Valve / Fitting (1”) assembly with 	
	 Locking Cam Arms. 
•	 Pump Performance: Maximum 15 PSI; 10.7 GPM; capable of priming up to 12 feet. 


