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E V E N S P R A Y  C A T A L O G U E

TrunkPump turns pumping into an easy one-person job 
and saves time, money and labor because your tractor 
does all the hard work. 

TrunkPump Dewatering, Trash & Pressure Pumps handle 
a wide variety of applications, and our full line of  
Accessories help get the job done.

All 3-Point (Category 1) Models include Tractor Mounting 
Hardware and PTO shaft.

 

 

PTO- DRIVEN MODEL  
(shown with optional hose kit)

 HYDRAULIC-DRIVEN MODEL

  CYLINDER-STYLE 
STRAINER

TAPER-STYLE STRAINER

PTO-DRIVEN PUMPS – Category 1, 540 rpm; require 8HP motor

PART DESCRIPTION

TP-3PTV

3" De-Watering Self-Priming Poly Pump (Hypro 1543P)
• 400+ GPM; 90’ total head, up to 40 PSI.
• Useful for a wide range of water / liquid transfer / evacuation 
   applications where volume is important.  Easy to maintain.

TP-2PTP

2" High Pressure Self-Priming Die Cast Aluminum Pump
• 120+ GPM; 18 feet suction head, up to 88 PSI (75 PSI @ 30 GPM)
• Useful for irrigation and high head / pressure applications where
   moderate volume is required. Silicone Carbide seal. 

TP-2PTR
2" Trash Self-Priming Die Cast Aluminum Pump
• 200+ GPM; 25 feet suction head, up to 45 PSI
• Useful for water transfer / evacuation – handles solids up to 1"

TP-3PTR

3" Trash Self-Priming Die Cast Aluminum Pump
• 300+ GPM; 25 feet suction head, up to 40 PSI
• Useful for water transfer / evacuation – handles solids up to 1.25"
• Heavy duty; Ductile Iron Impeller, Cast Iron volute.

TP-4PTR
4" Trash Self-Priming Die Cast Iron Pump
• 500+ GPM; REQUIRES 16 HP motor
• Useful for high water transfer / evacuation – handles solids up to 2"

HYDRAULIC DRIVEN DE-WATERING PUMPS
Pumps come in compact roll cage configuration with cam-lock pump fittings,  
hydraulic flow regulating manifold, 8 ft hydraulic hoses w/ male and female Flush-
Face Quick Disconnect Couplings (ISO-16028 interface for universal interchangeability). 
1-year Manufacturer’s Warranty.

Requirements: Remote hydraulics with 9 – 30 GPM and 1200 PSI minimum

PART DESCRIPTION

TP-2HYD
2" De-Watering Self-Priming Reinforced Poly Pump
• 190+ GPM; Total Dynamic Head: 70+ feet, self-priming to 25 feet
• Built-in check valve; 75 lbs., 25" x 19" x 19"

TP-3HYD
3" De-Watering Self-Priming Reinforced Poly Pump
• 280+ GPM; Total Dynamic Head: 70+ feet, self-priming to 25 feet
• Built-in check valve; 75 lbs., 25" x 19" x 19"

PART DESCRIPTION

SHALLOWSTRAIN2 2" Cylinder-Style Strainer – draws to ½" depth

SHALLOWSTRAIN3 3" Cylinder-Style Strainer – draws to ½" depth

SHALLOWSTRAIN 2" Taper-Style Strainer – draws to ¼" depth

SHALLOWSTRAIN3A 3" Taper-Style Strainer – draws to ¼" depth

SPECIALTY SHALLOW STRAINERS – Includes elbow fitting


