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RAIN BIRD ESP-ME3 MODULAR WI-FI COMPATIBLE IRRIGATION CONTROLLER

America’s favorite modular controller, the ESP-Modular is now Wi-Fi and flow sensor compatible with new design and an enhanced feature set to provide contractors and
homeowners with the industry’s most flexible irrigation controller solution. The ESP-ME3 Controller supports up to 22 stations, 4 programs and 6 start times.
The ESP-ME3 Wi-Fi Compatible Controller provides flexible scheduling features that make the controller ideal for all your irrigation controller needs.

© Program based scheduling allows 4 individual programs with 6 independent start times per program for 24 total start times. Run time range: 1 minute to 6 hours.
o Watering schedule options: By days of week, ODD calendar days, EVEN calendar days, or Cyclic (every 1 — 30 days).
o 4 station base capacity, expandable to 22 stations using hot-swappable 3 or 6-station expansion modules (sold separately below).
e Large LCD display with easy to navigate user interface and dial- Rain sensor input with override capability.
¢ Non-volatile memory permanently saves the current programming and a 10-year life lithium battery PART \ DESCRIPTION

maintains the controller’s time and date during power outages. RB-ESP-ME3 |4-Zone ESP-ME3 Indoor/Outdoor Controller
© One touch manual watering — delay watering up to 14 days.
e 12—Volt input, 24-volt output. Idle/Off power draw 0.06 amps at 120VAC
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RAIN BIRD DV SERIES 24-VOLT SOLENOID VALVES RAIN BIRD PGA SERIES 24-VOLT SOLENOID VALVES RAIN SENSORS
e Available in both 3” and 1” Female NPT ports. e Available in either 1%2” and 2" Female NPT ports. RAIN-BIRD RSD-BEX HARD-WIRED SENSOR
e 34” Model: 15 — 150 PSI; max flow 22 GPM. e 15— 150 PSI; max flow 150 GPM. e Automatic rain shut-ff prevents overwatering
¢ 17 Model: 15 — 150 PSI; max flow 40 GPM. e External Bleed for dirt and debris flushing. due to natural precipitation.
e External Bleed for dirt and debris flushing e Fabric-reinforced diaphragm for longer life. o Adjusts from /"' to 34" rainfall.
e Rugged PVC construction for reliable operation. e 25 of wire and mounting bracket included.

PART | DESCRIPTION

* Works with most 24-Volt irrigation controllers.
RB-DVO75 3% Solenoid Valve — 22 GPM PARY | e g
RB-DV100__|1” Solenoid Valve — 40 GPM RB-150PGA 172" Solenoid Valve
RB-200PGA 2” Solenoid Valve = B
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IRRITROL RS1000 WIRELESS RAIN SENSOR

RAIN BIRD LNK H = = o Visual sensor status and alert indicators verify

e 300’+ operation range.

- consistent operation.
WI-FI MODULE . RAIN BIRD 3 OR 6 ZONE EXPANSION MODULES o Adjusts from '/s" to 34" rainfall.
* Converts Rain Bird ESP-Me series controllers to full e Adds additional stations to Rain Bird controllers. o Compatible with most 24-Volt irrigation
Wi-Fi capability using either Apple i0S or Android o Compatible with Rain Bird ESP-Me series irrigation controllers. controllers.
compatible mobile devices with Internet access. e Can be installed in any available slot. « 3-year manufacturer’s warranty.
e Plugs into controller accessory port.
PART | DESCRIPTION _ RB-ESP-SM3 [3-Zone Expansion Module RB-RSD-BEX |Wired Rain Sensor
RB-LNKWIFI _[Rain bird Wi-Fi Module RB-ESP-SM6 |6-Zone Expansion Module IT-RS1000  |Wireless Rain Sensor

even




EVENSPRAY CATALOGUE

IANTELCO
~—

The Drip Mate® Professional and Sprinkler Conversion Kits come complete with instructions and all of the essential micro-drip components
needed to install an efficient drip irrigation system. Use in home and landscaped gardens, container plants, nurseries, and flower beds.

Even-Spray stocks an extensive selection of drip irrigation supplies from Antelco to help you with your drip irrigation plans.

DRIP MATE PROFESSIONAL DRIP KIT

e Connects directly to a hose tap or
can be made to adapt to an
existing sprinkler system.

o Constructed from UV-stabilized
materials for long life.

Kit Includes:

e 50 feet of 5/8” Mainline Tubing
(0,600 ID.)

o 50 feet of %" tubing.

e 25 Shrubbler 360° Spikes with
adjustable flow.

e Snap-0n Tap Adapter.

e Snap-0n Filter

e Ratchet Clamp

e Figure 8 End Closure (2).

PART \ DESCRIPTION
DRIPPROKIT  [Drip Mate Pro Professional Drip Kit

e Goof Plug (rack of 10).
e Key Punch tool.

e Elbow.

e Tee

PRICE (G)

DRIP MATE CONVERSION KIT

e Easily convert an in-ground
sprinkler outlet to a micro-drip
system for flower beds and
containers.

e Constructed from UV-stabilized
materials for long life.

Kit Includes:

e 9-Qutlet pressure regulating
Micro manifold with plugs.

¢ 100 feet of %" tubing.

e 9 Shrubbler 360° Spikes with adjustable flow.

Drip Mate Conversion Kit Set-Up Tips:
¢ Do not exceed more than 10 feet of %4” tubing or loss of flow will result at head.
o Shrubbler 360° Spike heads have a flow range of 0 to 12 gallons per hour.

PART |DESCRIPTION \
DRIPCONVKIT  [Drip Mate Sprinkler Conversion Kit

PRICE (G)
62.95

76.70

MECHANICAL SHUT-OFF WATER TIMER
o Automatically turns water OFF.

GILMOUR DUAL ZONE ELECTRONIC WATER TIMER
e Automatically turns both port ON / OFF.
e Run time of 1 to 360 minutes with programmable

DISTRIBUTION AND

EMITTER TUBING

o Used for both outdoor
or greenhouse
irrigation installations.

ID-TUBE-.25- PRO TIP: SOAK
IN HOT WATER TO SOFTEN BEFORE INSTALLATION.

PART | DESCRIPTION | PRICE

o 2 functions: timed automatic “OFF”; manual “ON”. : ; Thin Wall Poly Tubing — 100’
; . start time and rain delay sensor. BL-TUBE-0100 w » CALL
: nunbtlge.from 1 t.o LZO minutes. « Requires 2 AA batteries (not included). .52.0 ID X .620 QD :
0 batteries required. BL-TUBE-1000 Thin yVaII Poly THblng -1000 CALL
e Female GH Inlet and Male GH Outlet. PART \ DESCRIPTION .520” ID X .620” OD
400GTD Electronic Water Timer — 2 Zone R %" (0.520”) ID Thin Wall Poly
PART | DESCRIPTION POL-1/2X50 Pipe - 50’ roll 26.506)
200GTM |Mechanical Water Timer POL-5/8X50 g/ili F()('].600”5)0|D Tltllin Wall 30.90(G)
oly Pipe — 50’ rol i
} " Heavy Duty Drip Tube —
# DRIPTUBE.14-FT 0.14” 1D/0.272" OD per FT. .60(G)
" Thin Wall Drip Tube —
DRIPTUBE.15-100 0.15” ID/0.225” 0D 100’ roll 24.30(G)
THIN WALL POLY ¥4” Thin Wall Drip Tube —
DRIPTUBE.15-50 " " f 15.45(G
PIPE FITTINGS - INSERT OR COMPRESSION 0.15” ID/0.225” 0D 50" roll @
o Both style fitting for use with .520" ID / .620 OD DRIPTUBE.15-FT i T,t”n Wall D!:'p Tube - 35(G
and 600" ID /.700” OD thin wall main line poly pipe. 0.15” ID/0.225" OD per FT. @
42” Long Drip Tube for
PART | DESCRIPTION | PrRICE (F) [ A [ I 35(F)
Insert Style Fittings 0.130” 1D / 0.192” OD Drip
* COUPLING-13MM___|Insert Coupling — 13mm 85| |PRAMMTUBING | ube for Greennouse per FT. | -20(F)
TEE-13MM Insert Tee — 13mm 1.50| |gLUETUBE 0.075” Blue Dribble Tube for 35(F)
MI(“:,IBO Flf'_lt'{_INGS, _It\I:)A_PTFRg, Il\)ND TOO{._S ELBOW-13MM Insert Elbow — 13mm 1.35 Greenhouse use. per FT.
L] H »
. U\'f;‘t’al;m';‘gg x:‘atefl'anlg ﬁorj‘;ng"ﬁ;‘:ec 1ons MA-13MIMXT/2MNPT [13mm Insert x 2" MNPT| __ 1.10|  |gygLET Brass insert eyelet for 0.075| )
COUPLING-16MM Insert Coupling — 16mm .95 Biue Dribble Tube
PART ‘ DESCRIPTION ‘ PRICE (F) TEE-16MM Insert Tee — 16mm 1.65
18" Barb X 10-32 ELBOW-16MM Insert Elbow — 16mm 1.40 MIRACLE PUNCH
ADAPTER | UNF-Thread 35| (WA 1GMMX1/2MNPT | 16mm Insert x 74" MNPT 110 tor dine un o
DRIPCOUPLER |:18" Barb X 16" Barb 30 %" outside diameter. 5 |
(hyeoder mic) _ COMP-COUP-1/2 | Coupler — %" / .620 OD 1.65 Lt |
DRIPTEE 1 g“ E;?bx 18" Barb X 55| [COMP-TEE-12 Tee — %" /620 0D 2.45
. - o
GOOFPLUG | Goof Plugs (rack of 10) | 1.05]  [oP-ELB-2 ___|Fbow — /&' /.620 0D 235 I | DESCRIPTION |_PRICE (7
JOINER 18" Barb X 18" Barb o ggmi;:s:r;/z/a Coupler/— 5;3 / .7000 ) ;-gg PUNCHBW  |Miracle Hole Punch 41.05
-TEE- Tee - 5/8" /700 OD . : :
KEYPUNCH Key Punch Hole Tool 1. Punch for thin wall pipe —
UNC &y TUNEh o 100 80| CowPELB 5 Elbow — 5/8" /700 0D 2.45| |PUNCH-MICRO | ' ctown P 12.35
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