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Drip Tape, Distribution Pipe, and Accessories

PART DESCRIPTION

PVCL1 1" ID Lay-Flat Hose – 110 PSI
PVCL112 1½" ID Lay-Flat Hose – 65 PSI
PVCL2 2" ID Lay-Flat Hose – 55 PSI

PART DESCRIPTION

OVAL-1-ROLL 1" X 100’ Roll – 42 PSI
OVAL-1.5-FOOT 1½" Oval Pipe – 21 PSI

PART DESCRIPTION

ARV-1.5 1½" Air Vent/Flush Out Assembly

•	 Used on drip irrigation systems with Oval pipe branch 
/ header lines.

•	 Evacuates air from branch lines and allows for line 
flushing as needed with installed gate valve.

•	 Fits 1½" ID Oval Pipe.

IRRITEC IRRITECTAPE™ PREMIUM DRIP TAPE
A premium light dripline with continuous labyrinth.  Seamless construction 
utilizing engineering grade polyethylene resins for high strength and abrasion 
resistance.
•	 The integrated inlet filter and extra-large cross section provide plugging 

protection while the laser drilled dripper outlet prevents root intrusion and 
siphon plugging.

•	 UV resistant and resistant to common fertilizers.
•	 Suitable for open field, greenhouse soil agriculture, and subsurface irrigation.
•	 Twin Green stripes UP ensures proper installation.
•	 5/8" (.635" / 16 mm) I.D.; 8-mil wall thickness.
•	 8" – 12" on center outlet spacing.
•	 4 – 15 PSI Operating pressure.
•	 0.24 USG /hour or 0.40 USG /100' of tape @ 10PSI
•	 Stocked in 7,500' rolls.

IRRITEC P1® ROW DRIP TAPE
A premium medium weight dripline with seamless construction made with 
engineering grade UV resistant polyethylene resins for high strength, abrasion 
resistance and longer life.
•	 Constructed with injection-molded drippers offering a high degree of clog 

resistance and uniform water distribution.
•	 Integrated inlet filters provide additional protection against clogging.
•	 Flap design makes P1® suitable for subsurface installations – opens under 

pressure allowing water flow; closes on shutdown.
•	 Twin Green stripes ensures proper installation.
•	 5/8" (.635" / 16 mm) ID; 15-mil wall thickness. 
•	 8" – 12" on center outlet spacing.
•	 6 – 32 PSI Operating pressure.
•	 0.25 USG /hour or 0.40 USG /100' of tape @ 10PSI.
•	 Stocked in 500', 1,000' and 4,100' rolls.

NOTE: Other sizes of Lay-Flat Hose in stock; call for pricing. NOTE: Other ID sizes available by special order; please inquire.

PVC Lay-Flat Hose
• 	A cost-effective option to use for drip tape header 

lines.

TORO PREMIUM-GRADE OVAL THIN-WALL PIPE
•	 Turns round under pressure; flattens for storage.
•	 Suitable for surface or subsurface applications.
•	 Ideal as a header pipe for drip tape irrigation.

EVEN-SPRAY DRIP TAPE QUICK COMPARISON GUIDE

* Manufacturer’s recommended minimum pre-filter mesh size. Even-Spray recommends the use of a filter with a screen of 150 or finer mesh size for all drip line applications.

SPECIFICATION / CHARACTERISTIC IRRITECTAPE™ DRIP TAPE P1® DRIP TAPE

Inside Diameter 5/8” (.635” / 16 mm) 5/8” (.635” / 16 mm)
Wall Thickness 8-mil 15-mil
Emitter Spacing (O.C.) 8" – 12” 8" – 12”
Operating Pressure Range (PSI) 4 – 15 PSI 6 – 32 PSI
Flow Rate / Emitter (GPH) 0.24 US Gallons /hour 0.25 US Gallons /hour
Flow Rate / 100’ @ 10PSI (GPM) 0.40 USG/ Minute 100’of Tape @ 10PSI 0.40 USG/ Minute 100’ of Tape @ 10PSI
Recommended Pre-Filter 150-mesh* 120-Mesh*
Application Open Field, Greenhouse Soil, Sub-Surface Open Field, Greenhouse Soil, Sub-Surface

AIR VENT FLUSH 
OUT ASSEMBLY
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PRESSURE REGULATOR – ¾" MNPT X ¾" 
FNPT ADJUSTABLE PSI
•	  Max input 130 PSI; 0.9 – 22 GPM flow
PART DESCRIPTION

PRV-075-PW ¾" 12 – 35 PSI

PRESSURE REGULATORS – ¾"   
M/F GARDEN HOSE THREAD W/ PRESET PSI
•	 Fixed pressure; flow 0.1 – 8 GPM.
PART DESCRIPTION

PR15-GHT 15 PSI Regulator
PR25-GHT 25 PSI Regulator

Drip Tape Fittings and Accessories

Even-Spray stocks a wide assortment of drip irrigation supplies to 
help you build your system, whatever the application!

If you don’t see what you need in our catalogue, please give our office 
a call at 204-237-9095 or send us an e-mail to: info@evenspray.com. 

0.25" BARB X 5/8" DRIP TAPE COUPLER

PART DESCRIPTION

ID-DT58X.25 0.25" Barb x 5/8" DT

0.40" BARB X 5/8" DRIP TAPE COUPLER

PART DESCRIPTION

ID-DT58X.40 0.40" Barb x 5/8" DT

5/8” X 5/8” DRIP TAPE COUPLER

PART DESCRIPTION

ID-DT58XDT58 5/8" DT x 5/8" DT Coupler

0.50" MALE NPT X 5/8" DRIP TAPE  
COUPLER W/ SHUT-OFF VALVE

PART DESCRIPTION

ID-DT58X.5MNPT w/ Shut-Off Valve
ID-DT58X.5MPT w/o Shut-Off Valve

5/8" DRIP TAPE TEE AND ELBOW FITTINGS

PART DESCRIPTION

ID-DT58-TEE DT Tee Fitting
ID-DT58-ELBOW DT Elbow Fitting

STANDARD LAY-FLAT HOSE X DRIP 
TAPE COUPLER W/ SHUT-OFF VALVE

PART DESCRIPTION

ID-DT58XLF-BV Lay-flat Hose x 5/8” DT 
w/ Shut-off

0.42" BARB X 5/8" DRIP TAPE COUPLER  
W/ SHUT-OFF VALVE

PART DESCRIPTION

ID-DT58X.42BV 0.42" Barb x 5/8" DT w/ 
Shut-Off Valve

STANDARD LAY-FLAT HOSE X DRIP TAPE 
COUPLER

PART DESCRIPTION

ID-DT58XLF-1 Lay-flat Hose x 5/8” DT 
- without valve

0.25" BARB X 5/8" DRIP TAPE  
COUPLER W/ SHUT-OFF VALVE

PART DESCRIPTION

ID-DT58X.25BV 0.25” Barb x 5/8" DT w/ 
Shut-Off Valve

5/8" X 5/8" DRIP TAPE COUPLER  
W/ SHUT-OFF VALVE

PART DESCRIPTION

ID-DT58XDT58BV 5/8" DT x 5/8" DT 
Coupler w/ Valve

PRESSURE REGULATORS – 1" FEMALE  
NPT X 1" FEMALE NPT W/ FIXED PRESSURE
•	  Three PSI Settings to choose from.

DRIPLINE Y-STRAINERS – 155-MESH
•	 Available in ¾", 1", and 1½" sizes.
	 ¾" Y-Filter available in both NPT and 

standard Garden Hose Thread.
PART DESCRIPTION

ID-YLS34-155 Y-Strainer – ¾" MNPT  
x ¾" MNPT

ID-YLS34-150GH Y-Strainer – ¾" FGHT  
x ¾" MGHT

ID-YLS1-155 Y-Strainer – 1" MNPT  
x 1" MNPT

ID-YLS1.5-155 Y-Strainer – 1 ½"  
MNPT x 1½" MNPT

NOTE: Replacement parts available – please inquire.

0.40” BARB X 5/8” DRIP TAPE COUPLER 
W/ SHUT-OFF VALVE

PART DESCRIPTION

ID-DT58X.40BV 0.40" Barb x 5/8" DT w/ 
Shut-Off Valve

LAY-FLAT HOSE COUPLER INSTALL TOOLS
•	 Use with above lay-flat hose fittings.
PART DESCRIPTION

ID-B5-CLF14B Lay-Flat hose hole cutter

ID-B5-AHW10 Lay-Flat Fitting Install Tool

PART DESCRIPTION

PRV1.5-212 1 ½” 12 PSI Regulator
Other PSI models available on an order basis.

PRESSURE REGULATOR – 1 ½" MNPT  
W/ PRESET 12 PSI PRESSURE

5/8" DRIP TAPE TEE END SLEEVE

PART DESCRIPTION

ID-ENDSLEEVE Drip Tape End Stop

PART DESCRIPTION

ID-HP250 Hole Punch – 0.25"
ID-HP400 Hole Punch – 0.40"
ID-PLUG-250 Dual Goof Plug – 4mm X 7mm
ID-PLUG-400 Goof Plug – for 0.400” barb (12mm)

GOOFPLUG 
(not shown)

Goof Plug – for 0.12” barb  
(rack of 10 plugs)

PART DESCRIPTION

PRV1-100-M15 15 PSI Out; 2 - 20 GPM 
Flow Range

PRV1-100-M25 25 PSI Out; 2 - 20 GPM 
Flow Range

PRV1-100-M35 35 PSI Out; 2 - 20 GPM 
Flow Range

HOLE PUNCH TOOLS / GOOF PLUGS
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Irrigation Pipe and Accessories

100 PSI PREMIUM-GRADE HD POLY IRRIGATION PIPE
•	 100 PSI working pressure @ 23ºC; 300 PSI burst strength.

PART DESCRIPTION WALL  
THICKNESS I.D. 

POL100-12 ½" X 100' 0.070" 0.622"
POL100-12-400 ½" X 400' 0.070" 0.622"
POL100-34 ¾" X 100' 0.085" 0.824"
POL100-34-400 ¾" X 400' 0.085" 0.824"
POL100-1 1" X 100' 0.108" 1.049"
POL100-300 1" X 300' 0.108" 1.049"
POL100-114 1¼" X 100' 0.143" 1.380"
POL100-114-300 1¼" X 300' 0.143" 1.380"
POL100-112 1½" X 100' 0.166" 1.610"
POL100-112-250 1½" X 250' 0.166" 1.610"
POL100-2 2" X 100' 0.214" 2.067"
POL100-2-200 2" X 200' 0.214" 2.067"

PART DESCRIPTION

ID-AID1006 6” Angle Arrow Dripper

ID-WPC8BBN 2 GPH Emitter w/ barb/barrel outlet

ID-MAN4TI Stackable, Upright       
4-Way Manifold

ID-125TUBE-1000 0.125” ID x 1,000’  
Micro Tube (/ roll)

IRRITEC K-DROP MICRO IRRIGATION SYSTEM
•	 Ideal for irrigating plants with roots  

developed in an inert substrate.  
•	 Assembles to allow for distribution to four plants; 

watering and fertilization is done efficiently.
•	 Emitter outlet barb for 0.125” ID micro tube.
•	 Arrow dripper up to 0.69 GPH @ 15 PSI.

ASTA PC SPIKE 1 GPH DRIPPER
Designed for landscape and nursery 
applications. Targets water where you 
need it most – at the plant’s root zone.
•	 Pressure Compensating (PC) spike 

dripper has sealed turbulent flow path 
and diaphragm to maintain uniform 
discharge over a wide range of 
pressures.

•	 1 Gallon per Hour flow.
•	 Operating pressure:  

5 – 50 PSI.
•	 UV Stabilized materials.
•	 Inlet: 0.16" Barb

BIG GULP PRO MANUAL WATER PUMP
•	 Manually pumps water at 12+ Gallons / Minute
•	 36" Tall with 72” discharge hose and Mud Guard

PART DESCRIPTION
ASTA-DRIP-1GPH 1 GPH Asta Dripper

6" MICRO-TUBE LOCATOR STAKE – 3 MM
•	 100 Degree angle bend – inlet barb to 6" tall spike.
•	 Inlet barb works with both 0.125" and 0.170" tube.

PART DESCRIPTION
ID-MICRODRIP-6 6" Micro Locator Stake

PART DESCRIPTION
BIG-GULP-PRO Big Gulp Pro Manual Water Pump

THIN-WALL POLY DRIP PIPE – ¾" I.D.
Because of the thin-wall nature of this pipe, it is ideal for use as a distribution tube with drip emitters in 
landscape settings, row garden applications, and overhead irrigation in greenhouses and nurseries.
•	 ¾" Nominal inside diameter, nominal wall thickness 0.060", and 0.940" average outer diameter.
•	 Rated to maximum working pressure of 55 PSI. 

PART DESCRIPTION
POLDRIP-34-100 ¾" I.D. X 100' Thin-wall Poly Drip Pipe
POLDRIP-34-200 ¾" I.D. X 200' Thin-wall Poly Drip Pipe
POLDRIP-34-400 ¾" I.D. X 400' Thin-wall Poly Drip Pipe

PROFESSIONAL LANDSCAPE DRIP LINE
Applies water slowly and evenly for consistent and accurate distribution. Water soaks in gradually, easily 
reaching the targeted plant root zone. Great for landscape settings or row crop type applications.
• Pressure compensating emitters with built-in check valves ensure balanced flow over all terrain.
• Three choices of emitter spacings – 12”, 18”, and 24” to meet any type of irrigation application.
• Kink-resistant and flexible – can work in virtually any creative landscape planting design.

PLD Maximum  
Line Length Chart 0.4 GPH

Pressure
(PSI)

Emitter Spacing
Maximum Lateral Length (FT)
12" 18" 24"

15.0 344 475 594
20.0 479 660 823
25.0 509 703 879
30.0 535 742 928
35.0 584 808 1010
40.0 627 868 1086
45.0 646 894 1119

PART DESCRIPTION
PLD-12-FOOT PLD 12" Spacing Drip Line @ 0.4 GPH (250' roll = 100 GPH total volume).
PLD-18-FOOT PLD 18" Spacing Drip Line @ 0.4 GPH (250' roll = 67 GPH total volume).
PLD-24-FOOT PLD 24" Spacing Drip Line @ 0.4 GPH (250' roll = 50 GPH total volume).
PLD-MB12 Hose Barb x ½" Male NPT Adapter
PLD-MB34 Hose Barb x ¾" Male NPT Adapter
PLD-CPL Hose Barb x Hose Barb Straight Coupler
PLD-ELB Hose Barb x Hose Barb 90º Elbow
PLD-TEE Hose Barb x Hose Barb x Hose Barb Tee
PLD-ENDCAP Drip Line End Cap – removable cap to allow flushing of drip line
PLD-YLS120 ¾" Y-Strainer w/ Flush Cap – 120-Mesh filter element


