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PART DESCRIPTION
SG-1700-13 High Pressure Trigger Spray Gun – 13” barrel
SG-1700-22 High Pressure Trigger Spray Gun – 22” barrel

Series 30L

LOW PRESSURE  
GUNJETS
•	 24" barrel.	 • Non-drip design with shut off at tip. 
•	 250 PSI max.	 • Series 30L – brass wand with nylon trigger.

HIGH PRESSURE SPRAY GUN W/ TRIGGER HANDLE
•	Adjustable Pattern - Cone to Stream	 • ½” Female NPT Inlet Port 
•	Maximum 8 GPM / 800 PSI	 • 13” or 22” Barrel length option

PART DESCRIPTION
30L-1/4 Gunjet (No Extension)
30L-22425-08 8" Gunjet
30L-22425-18 18" Gunjet
30L-22425-24 24" Gunjet
30L-22425-36 36" Gunjet
30L-22425-48 48" Gunjet

TREE GUN
•	 17" barrel. 
•	 1/2" hose inlet. 
•	 1200 PSI max.

PART DESCRIPTION
TREEGUN Tree Spray Gun
9920-KIT10/11 Repair Kit

BRASS EXTENSIONS
• 11/16" thread inlet/outlet.		  • Series 6671 & 7715 – 250 PSI. 
• Series 9527 – 1000 PSI insulated.

9527

6671

7715

PART DESCRIPTION
6671-08 8" Curved Extension 250 PSI
6671-18 18" Curved Extension 250 PSI
6671-24 24" Curved Extension 250 PSI
6671-30 30" Curved Extension 250 PSI
6671-36 36" Curved Extension 250 PSI
6671-48 48" Curved Extension 250 PSI
7715-08 8" Straight Extension 250 PSI
7715-18 18" Straight Extension 250 PSI
7715-24 24" Straight Extension 250 PSI
7715-30 30" Straight Extension 250 PSI
7715-36 36" Straight Extension 250 PSI
7715-48 48" Straight Extension 250 PSI
9527-08 8" Curved Extension 1000 PSI
9527-18 18" Curved Extension 1000 PSI
9527-24 24" Curved Extension 1000 PSI
9527-36 36" Curved Extension 1000 PSI
9527-48 48" Curved Extension 1000 PSI

ALUMINUM WAND
• 22" barrel.				    • 3/4" GH inlet, twist on/off. 
• Adjustable spray from cone to pencil.	 • 800 PSI max.

ALUMINUM SPRAY GUNS
• 1/2" NPT female inlet.	 • Trigger lock. 
• 250 PSI or 800 PSI.	 • Good tree spray gun.

50800 SPRAY WAND

PART DESCRIPTION
50800-1/4-15PP Trigger 15" Poly 1/4" Hose Barb
50800-3/8-15PP Trigger 15" Poly 3/8" Hose Barb
50800-1/4-21AL Trigger 21" Aluminum 1/4" Hose Barb
50800-3/8-21AL Trigger 21" Aluminum 3/8" Hose Barb
50786PP-1/4 ¼" Replacement Hose Barb for 50800 Trigger
50786PP-3/8 " Replacement Hose Barb for 50800 Trigger
7717-2/016VI O-ring – Viton (use with above 50786PP-**)

PART DESCRIPTION
W500 Telescoping Wand 3/8" Hose

PART DESCRIPTION
143ALGH6 Gunjet
AB143AL Repair Kit

PART DESCRIPTION
43LAL6 250 PSI Gun
43HAL6 800 PSI Gun
AB43AL Repair Kit 
10566AL Nozzle Housing
6492AL Inlet Body

ADJUSTABLE 
CONEJET

PART DESCRIPTION
38720PPBX8 Grey - .47 GPM @ 40 PSI
38720PPBX12 Brown - .69 GPM @ 40 PSI
38720PPBX18 Orange - .92 GPM @ 40 PSI
38720PPBX26 Blue - 1.2 GPM @ 40 PSI

• 11/16 Thread

JET STREAM SPRAY GUN W/ 23” BARREL
•	 Adjustable Spray Pattern	 •  Female Garden Hose Inlet	  
•	 Up to 8 GPM and 400 PSI	 •  120ºF Max Fluid Temperature

PART DESCRIPTION
SG-1005 Jet Stream Spray Gun

TELESCOPING WAND
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4725

4754

PART DESCRIPTION
47541/4 Handle - 3/4" GH x 1/4" Threads
47251/4 Handle - 1/4" Threads

BRASS GUN HANDLES
• Both fit 4688, 6466, 6590 triggers.

GH Inlet/Outlet 1/4" Inlet/Outlet

PART DESCRIPTION
11740 GH Thread Inlet/Outlet
11990-10 1/4" Inlet/Outlet

BRASS SWIVELS

4688 BRASS TRIGGER VALVE
•	 1/4" FNPT inlet, 11/16" nozzle tread outlet.
•	 Trigger lock.
•	 2 GPM max., 250 PSI max.

PART DESCRIPTION
4688 Trigger 
AB4688 Repair Kit
6466 Same as 4688 Except no trigger lock

EDUCTOR AGITATORS
•	 Allows small pumps to circulate large volumes  
	 of liquid.
•	 Manufactured of glass-filled polypropylene for 
	 excellent corrosion and chemical resistance.
•	 Large flow opening minimizes plugging.
•	� Available in 3/8" or 3/4" (M) pipe thread inlet 

connection.

PART DESCRIPTION
Y33180PP Eductor Nozzle
Y9270PP Eductor Nozzle

DIAPHRAGM FAIRPRENE

PART DESCRIPTION
4620FA Fits 4664 Check Valve

BRASS RETAINER
PART DESCRIPTION

4624 Fits 4664 Check Valve

BRASS DIAPHRAGM SHUT-OFF
PART DESCRIPTION
4664 1/8" Inlet, 11/16" Outlet

BRASS END CAP SUB-ASSEMBLY
PART DESCRIPTION
9758 Brass

6590 BRASS TRIGGER VALVE
•	 1/4" FNPT inlet/outlet. 
•	 2 GPM max., 250 PSI max.

PART DESCRIPTION
6590 Trigger
AB6590 Repair Kit

Features:
•	 Standard gun (part # 256601.5) comes complete with grey 

4 GPM @ 20 PSI nozzle.

•	 Interchangeable nozzle tips are colour-coded for easy 
identification of nozzle tip size.

•	 Nozzle tips provide a 45° full cone “showerhead” spray 
pattern.

•	 Convenient trigger lock for continuous spraying.

•	 Options available: hose shank swivel for inlet connection 
and extension wands (15" or 24") and adapters for  
low-volume and spot spraying.

•	 Maximum 200 PSI operating pressure.

•	 Made of Nylon w/ Viton® O-rings and stainless steel springs.

PART DESCRIPTION
256601.5 Fertilizer Spray Gun
AB25660 Repair kit for gun
25990 Swivel ¾" MNPT x ½" hose barb
25657 Adapter to accept wands
2266515PP 15" Wand assembly
2266524PP 24" Wand assembly
22664PP Straight adapter
22673PPB 45° Adapter
256701.5 Grey Nozzle – 4.0 GPM
256703.0 Black Nozzle – 5.6 GPM
256704.0 Red Nozzle – 6.4 GPM

NOZZLE PERFORMANCE CHART

PART 
NUMBER

CAPACITY (GPM) – VARIOUS PSI*
2 PSI 6 PSI 10 PSI 20 PSI

256701.5 1.4 2.3 2.9 4.0
256703.0 2.0 3.2 4.1 5.6
256704.0 2.3 3.7 4.7 6.4

*Pressure measured at spray nozzle

Model 25660

25660 TeeJet  
Lawn Spray Gun

25657 Adapter 15” or 24”
Extension Wand

22665
22673PP

45° Adapter

22664PP 
Straight Adapter


